Application No.: 10/660,714 
Amendment dated: August 31, 2004 
Reply to Office Action of: July 12, 2004 

AMENDMENTS TO THE CLAIMS: 

1. (Currently Amended) A buckle assembly for mounting goggle on helmet, 
wherein said goggle is connected with a strap, said buckle assembly comprising: 

a first buckle having a main body, said strap being connected at an end of said 
main body, a buckling portion formed on said main body, said buckling portion forming 
a buckling hole and a buckling flange, and a grip portion connected to another end of 
said main body; 

a second buckle having a main plate and forming a locating portion, a buckling 
portion which is formed of a plurality of catch plates which can be bend bent inwards 
and outwards, and a claw outwardly disposed on each catch plate for catching said 
buckling flange of said first buckle; 

a buckle locator having a base, a locating portion for connecting said locating 
portion of said second buckle, and a locating portion for connecting said helmet ; and 

wherein said buckling hole of said first buckle extends through said main body, 
and said buckle assembly further comprises a pressing cover having a cover portion to 
cover said buckling hole of said first buckle . 

2. (Original) The buckle assembly for mounting goggle on helmet as claimed in 
claim 1 , wherein said locating portions of said buckle locator are an adhesive layer. 

3. (Canceled) 

4. (Currently Amended) The buckle assembly for mounting goggle on helmet as 
claimed in claim 31, wherein said first buckle further comprise two cover lock holes, and 
said pressing cover further comprise two lock plates which can be bend i ng bent and 
i nsert inserted into said cover lock hole of said first buckle. 



3 



Application No.: 10/660,714 
Amendment dated: August 31 , 2004 
Reply to Office Action of: July 12, 2004 



5. (Currently Amended) The buckle assembly for mounting goggle on helmet as 
claimed in claim 4, wherein said each lock plate of said pressing cover further formed 
forms a claw to prevent escape. 

6. (Original) The buckle assembly for mounting goggle on helmet as claimed in 
claim 1 , further comprising a connection set which connect said second buckle and said 
buckle locator. 

7. (Original) The buckle assembly for mounting goggle on helmet as claimed in 
claim 6, wherein said connection set is a male magic tape and a female magic tape. 

8. (Original) The buckle assembly for mounting goggle on helmet as claimed in 
claim 1, wherein said buckling portion of said second buckle is in quality of four. 

9. (Original) The buckle assembly for mounting goggle on helmet as claimed in 
claim 1, wherein said first buckle further having a stop surface, said second buckle 
having a stop surface being stopped by said stop surface of said first buckle. 

10. (Original) The buckle assembly for mounting goggle on helmet as claimed 
in claim 1, wherein said grip portion of said first buckle having a plurality of grooves 
thereon. 
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